METAL STUD FRAMED WALL TO

STRUCTURAL ENGINEERS DETAILS.

FIXINGS AS SPECIFIED (TYP.).

EXTERNAL WALL LINING PROFILE
TO SELECTION.

LAYER 3: VAPOUR BARRIER
INSTALLED TO AIR-CONDITIONED

SPACES - AS SPECIFIED. o

INTERNAL WALL LININGS

——T0 SELECTION.

LAYER 5: GLASS WOOL WALL INSULATION

INSTALLED TO AIR-CONDITIONED SPACES COLD SIDE
AS SPECIFIED (INTERNAL AIR-CONDITIONED
SPACE)

POLYURETHANE SEALANT T0O

—— WALL FRAME / FLOOR DECKING
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JUNCTION. & FLOOR FINISH TO SELECTION.

HOT SIDE
(EXTERNAL SPACE)

FIBRE CEMENT FLOOR DECKING FIXED AS PER MANUFACTURERS WRITTEN ——

INSTRUCTIONS. PRIOR TO INSTALLATION FULLY PAINT UNDERSIDES OF
EACH BOARD WITH CROMMELIN OR EQUIVALENT SEALER. ALL JOINTS IN
DECKING TO BE SEALED WITH A POLYURETHANE SEALANT IN ACCORDANCE
WITH THE MANUFACTURERS WRITTEN INSTRUCTIONS (TYP.).
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''''''''''''''' LAYER 3 - VAPOUR BARRIER TO AIR-CONDITIONED SPACES:
REFER TO INSTALLATION NOTES OF GENERAL REQUIREMENTS
ON DRAWING B15-2501.

LAYER 5 - GLASS WOOL WALL INSULATION: REFER
QUEEEEEEs INSTALLATION NOTES OF GENERAL REQUIREMENTS ON
DRAWING B15-2501.
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"1. FOOTINGS TO STRUCTURAL
ENGINEERS DETAILS.

TYPICAL FIBRE CEMENT DECKED, FRAMED FLOOR WITH

PAINT APPLIED VAPOUR BARRIER DETAIL.

FLOOR FRAMING TO STRUCTURAL

IMPORTANT NOTE:

DETAILS AS SHOWN ARE GENERIC AND ARE INTENDED

TO BE USED AS A GUIDE ONLY - REFER DESIGN INTENT ON

DRAWING No: B15-2501.
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