LEGEND

ROOFING PROFILE ———

TO SELECTION.

LAYER 4: SARKING REFLECTIVE FOIL LAMINATE
INSTALLED OVER INTERNAL NON AIRCONDITIONED
SPACES, LAPPED AND SEALED TO VAPOUR
BARRIER (TYP.).

FIXINGS AS SPECIFIED (TYP.).

ROOF TRUSS /7 BEAM TO
STRUCTURAL ENGINEERS
DETAILS.

LAYER 1: SAFETY MESH

INSTALLED TO UNDERSIDE OF SARKING
SISALATION, LAP WITH VAPOUR BARRIER

SAFETY MESH.

LAYER 3: VAPOUR BARRIER
INSTALLED TO AIR-CONDITIONED
SPACES - AS SPECIFIED.

PROVIDE ADDITIONAL FRAMING AS REQUIRED TO
ENABLE VAPOUR BARRIER TRANSITION TO WALL (TYP.).

RETURN ROOF VAPOUR BARRIER TO TOP OF
WALL, LAP WITH WALL VAPOUR BARRIER AND
PROVIDE CONTINUOUS MECHANICAL FIXING TO
FULL LENGTH OF CONTACT (TYP.).

——ROOF PURLINS
(TYP..

/

Q

N3

INSTALLED OVER Al

LAYER 2: GLASS WOOL ROOF INSULATION

R-CONDITIONED

SPACES, AS SPECIFIED

LAYER 1: SAFETY MESH
INSTALLED TO UNDERSIDE OF
GLASS WOOL INSULATION.

]

150 MIN
ROOF TO WALL
VAPOUR BARRIER LAP

PROVIDE CAPPING TO SEAL WALL /
ROOF JUNCTION - PURPOSE MADE
COLORBOND CAPPING - NEATLY SCRIBED
AROUND ALL PENETRATIONS, SCREW FIX

PROVIDE MECHANICAL FIXING AND
FULLY SEAL VAPOUR BARRIER TO
STRUCTURAL MEMBERS AT EACH
PENETRATION POINT (TYP.).

——— INTERNAL WALL LININGS

TO SELECTION.
COLD SIDE

TO PURLINS AND TO WALL (TYP.).
METAL STUD FRAMED WALL TO

LCEILING

(INTERNAL AIR-CONDITIONED

SPACE)

STRUCTURAL ENGINEERS DETAILS.
EXTERNAL WALL LINING PROFILE

EAVES LINING PROFILE
TO SELECTION.

LAYER 1-SAFETY MESH: REFER INSTALLATION NOTES
OF GENERAL REQUIREMENTS ON DRAWING B15-2501.

Y LAYER 2 - GLASS WOOL ROOF INSULATION: REFER
INSTALLATION NOTES OF GENERAL REQUIREMENTS ON
DRAWING B15-2501.

LAYER 3 - VAPOUR BARRIER TO AIR-CONDITIONED SPACES:
REFER TO INSTALLATION NOTES OF GENERAL REQUIREMENTS
ON DRAWING B15-2501.

—— — — LAYER 4 - SARKING REFLECTIVE FOIL LAMINATE: REFER TO
INSTALLATION NOTES OF GENERAL REQUIREMENTS ON
DRAWING B15-2501.

LAYER 5 - GLASS WOOL WALL INSULATION: REFER
INSTALLATION NOTES OF GENERAL REQUIREMENTS ON
DRAWING B15-2501.

TO SELECTION.

HOT SIDE
(EXTERNAL SPACE)

LAYER 3: VAPOUR BARRIER
INSTALLED TO AIR-CONDITIONED
SPACES - AS SPECIFIED.

LAYER 5: GLASS WOOL WALL INSULATION

INSTALLED TO AIR-CONDITIONED SPACES,

AS SPECIFIED

REINFORCED CONCRETE SLAB AND
FOOTING BEAMS TO STRUCTURAL
ENGINEERS DETAILS.
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DESCRIPTION

DETAILS AS SHOWN ARE GENERIC AND ARE INTENDED
TO BE USED AS A GUIDE ONLY - REFER DESIGN INTENT ON

DESIGN CONSULTANTS TO ADAPT DETAILS TO SUIT EACH
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DARWIN - VARIOUS REGIONS
VAPOUR BARRIERS - GENERIC DETAILS

TYP. VAPOUR BARRIER INSTALLATION
FOR FRAMED WALL BUILDINGS
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