Application for Approval - Solar Power Lighting

Application for Approval - Solar Power Lighting
	
	Questions are followed by answer fields. Use the ‘Tab’ key to navigate through. Replace Y/N or Yes/No fields with your answer.

	GD-CS-016D

	This application should be read in conjunction with the departments GD-CS-016 Street Lighting Guideline.  Completed applications should be sent to assetinformation.dli@nt.gov.au
Note: This datasheet is for DLI only. Vendor to fill blank sections. The vendor to state how many spare Batteries, PE Cells and parts can be stored.  

	Vendor Details

	Vendor
	

	Vendor Contact
	

	Email
	
	Phone
	

	Details

	Mounted above luminaire
	

	PE cell life
20 years at least
	

	Be mounted in the luminaire mountings with the PE cell base and positioned to shield the PE detector from the optical chamber and spill light;
	

	The wiring shall always be configured so that a PE cell failure causes the lamp to illuminate
	

	PE cells requiring a particular geographical orientation (e.g. facing north) are not acceptable.
	

	Authorised Officer Details

	Authorised Officer
	

	Email
	
	Phone
	

	Signature
	
	Date
	

	Vendor Signature

	Vendor Contact
	

	Signature
	
	Date
	

	End of form



	End of form

	Internal use only - Assessing officer

	Recommended or not recommended
	

	Name
	
	Position
	

	Signature 
	
	Date
	

	Delegate

	Approved or not approved
	

	Signature 
	
	Date
	

	Organisation advised
	Yes / No
	Date
	

	End of form
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 Questions are followed by answer fields. Use the ‘Tab’ key to navigate through. Replace Y/N or Yes/No fields with your answer .  

GD - CS - 0 16 D  

This application should be read in conjunction with the departments  GD - CS - 0 16   Street Lighting  Guideline .   Completed applications should be sent to  assetinformation.dli@nt.gov.au   Note:   This datasheet is for DLI only. Vendor to fill blank sections. The vendor to state how many spare  Batteries, PE Cells and parts can be stored.    

Vendor   Details  

Vendor   

Vendor Contact   

Email   Phone   

Details  

Mounted above  luminaire   

PE cell life   20 years at least   

Be mounted in the luminaire  mountings with the PE cell  base and positioned to  shield the PE detector from  the optical chamber and spill  light;   

The wiring shall always be  configured so that a PE cell  failure causes the lamp to  illuminate   

PE cells requiring a  particular geographical  orientation (e.g. facing  north) are not acceptable.   

